
Specification
ITEMS

TYPE 
PICK-UP DEVICE
PICTURE ELEMENTS H X V
HORIZONTAL RESOLUTION
VERTICAL FREQUENCY
SCANNING SYSTEM 
INFRA-RED LED
SYNCHRONIZATION
SDNR
ELECTRONIC SHUTTER
WHITE BALANCE
INFRA-RED LED RANGE
LENS
GAMMA 
VIDEO OUTPUT
AUTO GAIN CONTROL 
POWER SUPPLY 
POWER CONSUMPTION
COLOR
WEIGHT (G)
STORAGE TEMPERATURE
OPERATING TEMPERATURE

CD39IR-SDI
COLOR DOME IR CAMERA

1/3" SNY 1080P Image Sensor
NTSC: 811 X 508

1080P
NTSC: 59.94Hz - PAL: 50Hz

2:1 INTERLACE
36 LED’s
INTERNAL 

Super Digital Noise Reduction
UP TO 1/100.000sec.

AUTO WHITE BALANCE

2.8~12mm Varifocal Lens
0.45

1Vp-p, 75 Ohms 
AUTO  

DC 12V (+/-10%)
600mA(+/-10%)

Silver
2.8lb  -  1300g

(-) 30°C to (+)60°C 
(-) 10°C to (+)50°C 

SNY1/3”1080P Super High Resolution IR Snail Camera w/ 36 LED’s

* Specifications are subject to change without notice 
 

** Designed  in U.S.A.  
 

* SNY  1/3”1080P  0 LUX
* High Impact IP 66 Casing 
* Ceiling Mountable Bracket
* Outdoor / Indoor IR Dome Snail Camera
* 36  IR LED’s High Intensity 
* DC 12V   600mA

180° Ceiling Mount           IR Dome Camera     

CD39IR-SDI

20~200 Feet

Easy Adjustable
Zoom & Focus

DC 12V
MONITOR

VIDEO

AC 24V to DC12V
CONVERTER

800MA

Optional

AC 24V InputDC 12V Output

  HD 2.8~12mm Varifocal IR Lens
SDI


