
HD DAY/NIGHT WEATHER PROOF LONG RANGE VARI-FOCAL BULLET CAMERA

Model #: PDIR-867W

Features
 1/3" Sony™ Super HAD CCD II●

 HD 700 Horizontal Lines of Resolution (750 B/W)●

 Smart IR Level Adjustment ●
 Heavy-Duty Industrial Grade●
 IP 66 Compliant●
 Low Voltage DC 12V●
 2 Years Warranty●

Specifications
Image Sensor
Digital Signal Processor
Horizontal Resolution HD 700 TV Lines
Effective Pixels 976(H) x 494(V) NTSC
Lens 
Camera Body Color Pearl White

IR Distance 175 ft Depending on Scene Reflectance
IR Level Adjustment IR Intensity Level Adjustment
Minimum Illumination
Electronic Shutter Auto: 1/50(1/60)-1/100,000 Second
White Balance ATW
BLC BLC
Wide Dynamic Range Digital WDR (ATR)
S/N Ratio More than 48dB
Gamma 0.45
Scanning System 2:1 Interlace
Sensor Area 4.9mm x 3.7mm
Synchronization Internal
Video Output Optional Accessories
Power Supply
Weather Protection IP 66 Compliant
Operating Temperature  -4°F to 122°F
Weight 3.9 Lbs

DC 12V Power Supply

 ● Sony™ Effio-E DSP

 ● 2.8-12mm Vari-focal Lens
 ● 72 Built in IR LEDs, (175 Ft. Night Vision)

1/3" Sony™ Super-HAD CCD II
Sony™ Effio-E DSP

Vari-Focal 2.8-12mm

IR LEDs 850nm, 72 LEDs

0.05 Lux @F1.2, 0 Lux when IR LED on

BNC 1.0Vp-p, 75Ω Compsite
DC 12V(±2V) (Power Supply Not included)

We reserve the right to modify product design and specification without notice and whitout incurring any obligation
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